


PACKAGE AIR CONDITIONER:

JOB NAME

CONTRACTOR

ENGINEER

LOCATION

ORDER NO.

SUBMITTED FOR APPROVAL RECORD

SUBMITTED BY

DATE

UNIT DESIGNATION

MODEL NO.

FORM NO. X33-1343

ROOFCURB
INSTALLATION

UNIT DATA
COOLING PERFORMANCE

TOTAL CAPACITY* ........................ _______ MBH
SENSIBLE CAPACITY* .................. _______ MBH
EFFICIENCY (at AHRI)........................_______ EER
PART LOAD EFFICIENCY................ _______ EER
AMBIENT DB TEMP............................ _______ °F 
ENTERING DB TEMP ........................ _______ °F 
ENTERING WB TEMP ........................ _______ °F 
LEAVING DB TEMP ............................ _______ °F 
LEAVING WB TEMP .......................... _______ °F 
TOTAL POWER INPUT...................... _______ kW
ELEVATION ...................................... _______ FT
SOUND POWER ........................ _______ DBELS

HEATING PERFORMANCE
ELECTRIC HEAT CAPACITY .............._______ kW

SUPPLY AIR BLOWER PERFORMANCE
SUPPLY AIR............................ _______ CFM [L/s]
OUTSIDE AIR.......................... _______ CFM [L/s]
EXTERNAL STATIC PRESSURE ...... _______ IWG
DUCT CONNECTION LOCATION ............ _______

BLOWER SPEED .......................... _______ RPM
MOTOR RATING ........................ _______ HP [W]
BRAKE HORSEPOWER .................. _______ BHP
POWER INPUT REQUIREMENT ........ _______ kW

ELECTRICAL DATA
POWER SUPPLY...................... ____________ Hz

MINIMUM CIRCUIT AMPACITY...... _______ AMPS
MAXIMUM OVERCURRENT DEVICE

FUSE SIZE .............................. _______ AMPS
HACR CIRCUIT BREAKER ........ _______ AMPS

DIMENSIONS & WEIGHT
HEIGHT____ IN    WIDTH____ IN    DEPTH ____ IN
TOTAL WEIGHT ........................ _______ LBS [kg]
(including factory options)

CLEARANCES
FRONT 80" [2032 mm] BACK 18" [457 mm]

BOTTOM 0" TOP  60" [1524 mm]

LEFT SIDE 18" [457 mm] 36"  [914 mm]

RIGHT SIDE (condenser end) 18"  [457 mm]

[  ] Designates Metric Conversions

BOTTOM VIEW

25 TON MODEL IS OUTSIDE
THE SCOPE OF ARI 340/360

RLNL-C Series
With ClearControl™
Nominal Sizes 15-25 Tons [52.8-87.9 kW]
RLNL-H Series
With ClearControl™
With VFD Technology
Nominal Sizes 15-25 Tons [52.8-87.9 kW]




