
Converting  RHEEM-‐RUUD  Electric  ELD  or  ELDS  Models  w/New  Conversion  Kits
-‐    Quick  Reference

Step  1:      Determine  "current  configuration"  of  your  ELD/ELDS  water  heater.

Step  2:    Determine  your  desired  ELD/ELDS  water  heater  "new  configuration."

Step  3:      Review  the  allowable  "Paths  of  Conversion":
A  non-‐simultaneous,  2-‐wire,  single  phase  model…

…CAN  be  converted  to  an  alternative  VOLTAGE  rating.
…CAN  be  converted  to  an  alternative  ELEMENT  WATTS  rating.
…CANNOT  be  converted  to  3  phase  operation.

…CANNOT  be  converted  to  simultaneous  operation.

A  non-‐simultaneous,  3-‐wire,  single  OR  3  phase  model…

…CAN  be  converted  to  an  alternative  PHASE  operation.
…CAN  be  converted  to  an  alternative  VOLTAGE  rating.
…CAN  be  converted  to  an  alternative  ELEMENT  WATTS  rating.
…CANNOT  be  converted  to  simultaneous  operation.

A  simultaneous,  2-‐wire,  single  phase  model…

…CAN  be  converted  to  an  alternative  VOLTAGE  rating.
…CAN  be  converted  to  an  alternative  ELEMENT  WATTS  rating.
…CANNOT  be  converted  to  3  phase  operation.

…CANNOT  be  converted  to  non-‐simultaneous  operation.

A  simultaneous,  4-‐wire,  single  OR  3  phase  model…

…CAN  be  converted  to  an  alternative  PHASE  operation.
…CAN  be  converted  to  an  alternative  VOLTAGE  rating.
…CAN  be  converted  to  an  alternative  ELEMENT  WATTS  rating.
…CANNOT  be  converted  to  non-‐simultaneous  operation.

A.    Simultaneous  or  Non-‐Simultaneous  construcIon?
Check  raFng  label.    If  the  "total  waHage"  is  equal  to  the  sum  of  the  upper  and  lower  element  wa2ages,  then  the  
heater  is  wired  for  simultanous  opera5on.    If  the  total  waHage  is  the  same  waHage  as  the  upper  and  lower  
elements,  then  the  heater  is  wired  for  non-‐simultaneous  operaFon.


B.    Single  or  Three  phase?
Check  the  raFng  label  for  "1  phase"  or  "3  phase".


C.    Voltage  RaIng?
Check  the  raFng  lable  for  "208",  "240",  "277"  or  "480"  volts.


D.    2,  3  or  4  wire  configuraIon?
Physically  verify  the  number  of  wires  in  the  juncFon  box.


E.    Element  waPage?
Check  the  raFng  label  for  the  upper  &  lower  element  waHage  (ex.  3000/3000  waHs)

You  now  have  the  configuraIon  of  your  ELD  or  ELDS  heater:
example:    Non-‐simultaneous,  3  wire,  3  phase,  208V  -‐  4500/4500W

Specify:
A.  New  Voltage?                    B.  New  Element  WaPage?                    C.  New  Phase?



Step  4:      Select  the  appropriate  conversion  kit  based  on  allowable  conversions  shown  in  step  3.

Phase  &  Wiring  Configuration Voltage Element  Configuration  (watts) Using  Conversion  Kit…
3000  /  3000 SP20395
4000  /  4000 SP20396
4500  /  4500 SP20397
5000  /  5000 SP20398
3000  /  3000 SP20399
4000  /  4000 SP20400
4500  /  4500 SP20401
5000  /  5000 SP20402
6000  /  6000 SP20403
3000  /  3000 SP20404
4000  /  4000 SP20405
4500  /  4500 SP20406
5000  /  5000 SP20407
6000  /  6000 SP20408
3000  /  3000 SP20409
4000  /  4000 SP20410
4500  /  4500 SP20411
5000  /  5000 SP20412
6000  /  6000 SP20413

208 3000  /  3000 SP20428
240 3000  /  3000 SP20429

3000  /  3000 SP20430
4000  /  4000 SP20431
3000  /  3000 SP20432
4000  /  4000 SP20433
4500  /  4500 SP20434
5000  /  5000 SP20435
6000  /  6000 SP20436
3000  /  3000 SP20414
4000  /  4000 SP20415
4500  /  4500 SP20416
5000  /  5000 SP20417
3000  /  3000 SP20418
4000  /  4000 SP20419
4500  /  4500 SP20420
5000  /  5000 SP20421
6000  /  6000 SP20422
3000  /  3000 SP20423
4000  /  4000 SP20424
4500  /  4500 SP20425
5000  /  5000 SP20426
6000  /  6000 SP20427
3000  /  3000 SP20437
4000  /  4000 SP20438
4500  /  4500 SP20439
5000  /  5000 SP20440
3000  /  3000 SP20441
4000  /  4000 SP20442
4500  /  4500 SP20443
5000  /  5000 SP20445
6000  /  6000 SP20446
3000  /  3000 SP20447
4000  /  4000 SP20448
4500  /  4500 SP20449
5000  /  5000 SP20450
6000  /  6000 SP20451
3000  /  3000 SP20452
4000  /  4000 SP20453
4500  /  4500 SP20454
5000  /  5000 SP20455
6000  /  6000 SP20456

240

SIMULTANEOUS                                                                                                                                
4  WIRE                                                                                                    

SINGLE  OR  3  PHASE  

208

480

277

480

480

SIMULTANEOUS                                                                                                                                
2  WIRE                                                                                                  

SINGLE  PHASE  

277

Desired  New  ELD  or  ELDS  Configuration

208

240

277

480

NON-‐SIMULTANEOUS                                                                                                                                
2  OR  3  WIRE                                                                                              
SINGLE  PHASE  

NON-‐SIMULTANEOUS                                                                                                                                
3  WIRE                                                                                                                                                                                
3  PHASE  

208

240

Step  5:    Upon  receipt  of  the  Rheem  UL  approved  conversion  KIT,  carefully  follow  the  instructions  contained
in  the  Conversion  Kit  Instruction  Guide  (ELD  -‐  AP16547).




